
FILTER OVERVIEW WITH SERVICE INTERVALS AND CAPACITIES
Large Square Baler - L330 and L340

HYDRAULICS
BLOCK FILTER KIT – AFH207207
Replace every 500 hours or  
20,000 bales.
(Click here for capacity)

http://www.deere.com/en_US/parts/servicessupport/filteroverviews

Apr 2021. Release Date.

HYDRAULICS
TANK FILTER – FH323709
Replace every 500 hours 
or 20,000 bales.

https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=AFH207207
http://www.deere.com/en_US/parts/servicessupport/filteroverviews
https://jdparts.deere.com/servlet/com.deere.u90.jdparts.view.servlets.partinfocontroller.PartDetails?screenName=JDSearch&&partSearchNumber=fh323709


CAPACITIES
Large Square Baler - L330 and L340

CAPACITIES (Approximate):

Hydraulic System (Reservoir): 
Hy-Gard™
................................................................................ 50 L (13.2 gal)

Main Gearbox: 
GL-5
L330.......................................................................... 26.3 L (7 gal)
L340........................................................................... 42 L (11 gal)

Packer Gearbox: 
GL-5
............................................................................... 3.7 L (0.97 gal)

Automatic Greasing System (If Equipped): 
John Deere HD Lithium Grease
............................................................................... 1.9 L (0.50 gal)

Lower Knotter Drive Gearbox: 
GL-5
............................................................................... 3.6 L (0.95 gal)

Upper Knotter Drive Gearbox: 
GL-5
............................................................................... 1.9 L (0.50 gal)

Return to Filter Overview
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